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Iworking Machine

BABY LATHE

Specifications

Swing over bed

Distance between centers
Hole through spindle
Hole through tailstock

Tailstock screw
Cross slide travel

Motor output power

Spindle speed (variable speed)
Overall dimension (LxWxH)
Packing Size (LxWxH)

Weight (Net/Gross)

100-3800 +10% rpm
440x270x210 mm
510x380x310 mm

110 mm
125 mm
10 mm

10 mm
M14x1 mm
50 mm
150 W

050 mm 3-jaw chuck

14/16 kg Oil can

Standard Attachment
Wrench set

OPTIONAL ACCESSORIES

Rolling center

Stand

Overall dimension: 800x350x890mm
For CO0,Cl,C2,sC2,C3,21,X0,X1,5X1,X2,8X2

S/N:10000

Face plate

Auto feeder

Angle cutter rest

S/N:10153 S/N:10154

2 Way tool rest Steady rest

Wood tool rest
with center

S/N:10157

Tailstock chuck

Dia.®70mm

®10mm P h_ >

S/N:10156 S/N:10158 S/N:10155 S/N:10152 S/N:10159
Cutter set Cutter set Cutter set

A

DIN 4971R Straight cutter
DIN 4972R Angle cutter
DIN 4973R Bore cutter

DIN 4974R Bore cutter

DIN 4975 Tip cutter

DIN 4976 Wide edge cutter

“8:{8 mm DIV 4977R Right external

Turning cutter
DIN 4978R External turning
cutter
DIN 4980L Left angle cutter

DIN 4972R Angle cutter

DIN 4973R Bore cutter

DIN 4974R Bore cutter

DIN 4976R Wide edge cutter

DIN 4977R Right external
Turning cutter

DIN 497BR External turning
eutter

8x8 mm

DIN 4980R Right angle cutter
DIN 4981R Cutter

S/N:10005 Cutter 11 pes set

E/N:10006 Cutter & pcs set

_\>\l

DIN 4971R Straight cutter
DIN 4975R Tip cutter

DIN 49B0L Left angle cutter
DIN 49B0R Right angle cutter
8x8 mm pry 498IR cutter

S/N:10004 Cutter 5 pcs set

6

Metalworking Machine )

1

MICRO LATHE

Specifications
Swing over bed
Distance between centers

140 mm
250 mm

Hole through spindle 10 mm
Spindle taper MT2
Tailstock taper MT1
Cross slide travel 50 mm
Range of threads  Metric version 0.5-1.25 mm (5 thread pitches)

Imperial version 16-24 TPI (5 thread pitches)

Features
Variable speed
Over-load protection
Inside leadscrew

Motor output power 150 W Standard Attachment
Spindle speed (variable speed) 100-2000 +10% rpm 080 mm 3-jaw chuck
Overall dimension (LxWxH) 620x330x220 mm MT1 center
Packing size (LxWxH) 690x350x330 mm Wrench set
Weight (Net/Gross) 23/32 kg Oil can
Stand Quick vice Mill chuck Thread cutting kits Face plate Clamping kit
set for face plate
000000
MTH2
L = Lo
‘J ‘ | “ H— -
Metric z=40,42,45,48,50,54,60
J J J S/N:10084 11 2mm 000000
Width 50mm 3,4,5,6mm Imperial z=36,40,42,45,48, T-slot 8mm Bolt size 6mm
50,54,57,60
S/N:10035 S/N:10090 S/N:10085 S/N:10079 S/N:10079A
Overall dimensicn:750x290x890mm
S/N:10253B Vertical slider 4-Jaw chuck (independent) Lathe dog Rolling center
Cutter 11 pieces set
DIN 4571R
\\l DIN 4972R
DIN 4573R
Q DIN 4974R MT#1
— o8 am DN 4375 $/N:10015 S/N:10093
/ DIN 4977R S.NL00L0
/f j DIN 43801 Ball head  Ball head
4 S T-slot 8mm Wood tool rest + center cutting set gucter
S/N:10005 S/N:10082

Quick change cutter rest Horizontal slider

&
Ty -

Rotate angle +40°

S/N:10144 S/N:10083
N:10144-1 F
i Headstock Tailstock
cutter holder center chuck+shank
1‘ l‘ r ;ﬁ%
5/N:10144-2 5/N:10144-3 MT#2 MT#1, 10mm
For normal cutter For cut-off blade S/N:10088 S/N:10091

S/N:10086

Tool holder

-

Cut-off Blade
Holder

v

Boring Cutter
Holder
5/N:10089

Tool

s

Cut-off Blade
size:70x2x10mm

g—

Boring Cutter
@10mm

5/N:10089A

S/N:10087

5/N:10087-1

Steady rest

5/N:10080

Follow rest

5/W:10081

SHIYOSSHOOVY TVNOIL4O
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MINI LATHE
Model 200/300

Specifications
Swing over bed 180 mm
Distance between centers ~ Model 200 200 mm
Model 300 300 mm
Hole through spindle 20 mm
Spindle taper MT3
Tailstock taper MT2
Cross slide travel 65 mm
Compound travel 55 mm

Range of threads Metric version 0.4-2.0 mm (10 thread pitches)
Imperial version 12-52 TPI (18 thread pitches)
Motor output power 250 W

Features
Safety Switch
Variable speed
Four position turret post
Complete set of changing gear

Check reviews at www.mini-lathe.com
IMini_lathe/Reviews/Reviews.htm

Metalworking Machine )
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MINI LATHE
Model 300/350

Specifications

Swing over bed

Distance between centers  Model 300
Model 350

Hole through spindle

Spindle taper

Tailstock taper

Cross slide travel

Compound travel

Range of threads Metric version 0.4-2.0 mm (10 thread pitches)
Imperial version 12-52 TPI (18 thread pitches)

180 mm
300 mm
350 mm

Check reviews at www.mini-lathe.com

20 mm
MT3
MT2

65 mm

55 mm

Trouble Free

No more High/Low Gear

IMini_lathe/Reviews/Reviews.htm

High
Spindle speed (variable speed) Low range 100-1100 +10% rpm RER Motor output power(brushless motor) 200 W
High range100-2500 +10% rpm Spindle speed (variable speed) 100-2500 +10% rpm Standard attachment Features
Overall dimension (LxWxH) Madel 200 600x300x300mm  Standard attachment S Overall dimension Model 300 700x300x300 mm 80mm 3aw chuck Upgraded version of G2
Model 300 700x300x300 mm 80mm 3-jaw chuck - o Model 350 800x300x300 mm N Brushless Motor
Packing size (LxWxH) Model 200 690x360x390 mm MT2 center B Packing size (LxWxH) Model 300 780x420x390 mm Greater Durability
Model 300 790x360x390 MM Change gear set , - _ Model 350 900x420x390 mm Change gear set Higher Efficiency
Weight(Net/Gross) Model 200 33/36 kg Wrench set L cz n is C2 with DRCD Weight(Net/Grass) Model 300 44/51 kg Wrench set Maintenance-free
Model 300 37/40 kg Oil can Model 350 50/55 kg Oil can Noise-free
Stand Carriage Stop 3-jaw chuck 4-jaw chuck Cutter set Cutter set Steady rest Follow rest

Overall dimension:B800x350x89 0mm
S/M:10000

Stand

C2 or C3 owner, replace to
DRCD by yourself.

Digital readout for cutting
depth kit (DRCD kit)

§/N:10292
{Check fram SIEG special technology)

S/N:10182

(independent)

S/N:10100 2100mm S/N:10010 @80mm
S/N:10100A 2100mm S/N:10029A @100mm

Face plate
Slet size 12mm

OPTIONAL ACCESSORIES

Overall dimensicn:860x310x890mm

S/N:10253A For C2/200
S/N:10253C For C2/300

sC2/300
S/N:10253D For 5C2/350

@160mm
5/N:10007

for face plate

Clamping kit

with flange with flange
Spindle center Rolling center Lathe dog
/1;;3 L’i/ MTH2
S/N:10013 S/N:10014 S/N:10015

DIN 4971R Straight cutter

DIN 4972R Angle cutter

DIN 4573R Bore cutter

DIN 4574R Bore cutter

DIN 4975 Tip cutter

DIN 4976 Wide odge cutter

DIN 4977R Right external
Turning cutter

DIN 4978R External turning
cutter

DIN 4980L Left angle cutter

DIN 4980R Right angle cutter

DIN 49B1R Cutter

&5/N:10005
Cutter 11 pcs set

\\‘ DIN 4972R '\\| DIN 4971
\ DIN 4573R \ = DIN 4975

DIN 4974R DIN 4980R
DIN 4976 DIN 4980L
DIN 4977R DIN 4981R
DIN 4%78R
8x8 mm 8x8 mm
S/N:10006 S/N:10004

Cutter 6 pcs set Cutter 5 pes set

(tips replaceable)

8x8 mm | {

R |
/gaﬂﬁ‘!l'f
S/N:10200 Tin coated 7pcs

9%
ol R

S/N:10200-1
Tip replacement (set)

000000
= L
e O e
-
= L
000000 50umm

Bolt size Bmm
5/N:10007A

Mill attchment

S/N: 10061

Cutter 2 pieces set

—. . ‘
- _Lj _
8/N:10016

5/N:10016-2

S/N:10016-1

Quick change
cutter rest

"B,

5/N:10011

Tool post

5/N:10011-1

Cutter holder

i

8/N:10011-2

5/HM:10008

5/N:10009

Digital spindle speed readout

S/N:10030
For mini lathe SC2

5/N:10130

Knurling tool holder

Wood toolrest with center

m#3\;

S/N: 10064

Tailstock chuck

Dia.l3mm+MTH#2
5/N:10012

Cut-off tool

S/N:10145

SHIYOSSHOOVY "TVNOI.L4O
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MINI LATHE

Over-load auto stop

Specifications
Swing over bed

Distance between centers
Hole through spindle
Spindle taper

Tailstock taper

Cross slide travel
Compound travel

Range of thread Metric version
Imperial version

Motor output power

Spindle speed (variable speed) Low range

Overall dimension (LxWxH)
Packing Size (LxWxH)
Weight (Net/Gross)

180 mm
350 mm

20 mm
MT3
MT2

65 mm

55 mm

0.4-2.0 mm (10 thread pitche)

12-52 TPI (18 thread pitche
( &mﬁ Standard attachment

100-1200 +10% rpm  80mm 3-jaw Chuck

Highrange  100-3000 +10% rpm  MT2 Center

800x300x300 mm  Changing gear set
870x340x380 mm  Wrench set
44/50 kg  Oilcan

Spindle speed readout

Chuck guard with auto power off

Metalworking Machine )

Overall dimension:860x310x890mm
5/N:10253D

Cutter set (tips replaceable)

I

8x8 mm

yy ° 11>

S/N:10200-1

§/N:10200 Tin coated 7pcs Tip replacement (set)

Steady rest

5/N:10008

Follow rest

S/N:10009

Cutter 11 pieces set

DIN 4371R
DIN 4372R
DIN 4373R
\\ DIN 4374R
\ DIN 4975
—— DIN 4376
8x8mm  DIN 4977R

DIN 4378R

p—

/ DIN 4980L
F DIN 4980R
f DIN 43981R

5/N:10005

Face plate

OPTIONAL ACCESSORIES

ST

Slot zmize 1Zmm
@160mm
S/N:10007

Clamping kit
for face plate

000000
T b
™ o
T b
(-1
000000

Bolt size Bmm
S/N:10007A

Digital readout for cutting

depth kit (DRCD kit)

5/N:10292
(Check from SIEG special technology)

3-jaw chuck

S/N:10100 @100mm
S/N:101002 @100mm
with flange

4-jaw chuck
(independent)

S/N:10010 280mm
5/N:10029A @100mm
with flange

Lathe dog

S/N:10015

Rolling center

5/N:10014

Spindle center

T MTH#3

8/M:10013

Make your mini lathe more luxury !

“Suitable for C2. €3.5C2

S/N:10292

10

Metal gear kit

Metric 9 pcs

30T/35T/40T
40T /45T/50T
60T/B0T/80T

S/N:10002

Imperial 13 pcs

30T/35T/40T/40T
L, 45T/45T/50T/55T
57T/60T/65T/80T/B0T

S/N:10003

—

= —— | SHIYOSSHOOVY TVNOI.L4O |—
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BENCH LATHE
Model 410/510

Specifications
Swing over bed
Distance between centers Model 410
Model 510
Hole through spindle
Spindle taper
Tailstock taper
Cross slide travel
Compound travel
Range of threads C4 Metric version
Imperial version
C4G Metric version
Imperial version

210 mm
410mm
510mm

100 mm

0.4--3.0 mm (12 Thread pitches)
10-44 TPl (8 Thread pitches)
0.4--3.5 mm (15 Thread pitches)
7-44 TPl (12 Thread pitches)

c4ﬂ with gear box

Motor output power
Spindle speed(6 steps)
Overall dimension(LxWxH)
Packing size(LxWxH)
20 mm Weight(Net/Grass) C4-410
MT3 C4-510
MT2 C4G-410
C4G-510
70 mm Standard attachment
@100mm 3-jaw chuck

MT2 center
Change gear set
Wrench set

QOil can

550 W

100-2000 rpm
910x630x400 mm
1060x710x510 mm
90/117 kg

105/132 kg

94/121 kg

109/136 kg

Metalworking Machine )

N H

BENCH LATHE
Model 410/510

127T gear enable both metric
and imperial thread cutting

Specifications

Swing over bed

Distance between centers Model 410
Model 510

Hole through spindle

Spindle taper

Tailstock taper

Cross slide travel

Compound travel

210 mm Check reviews at
410mm
510mm
20 mm

MT3
MT2
100 mm

70 mm

Range of threads Metric version 0.25-3.0 mm (17 Thread pitches)

Imperial version
Motor output power (brushless motor)
Spindle speed (variable speed)
Overall dimension (LxWxH)
Packing Size (LxWxH)
Weight (Net/Gross) Model 410

Model 510

8-24 TPI (10 Thread pitches)

100-2000 +10%rpm

Features
Brushless motor
Touching switch panel

1000 W

www.mini-lathe.com/Mini_lathe/Reviews/Reviews.htm

Standard attachment
@100mm 3-jaw chuck

910x630x400 mm Digital spindle speed readout MT2 center
1060x710x510 mm Cross and longitudinal auto feed Change gear set
95/125 kg Cut metric and Imperial screw Wrench set
105/135 kg Quick lock tailstock Oil can

Stand

OPTIONAL ACCESSORIES

Overall dimension:1010x505x780mm

5/N:10238

Rolling center Tailstock chuck

4-jaw chuck (independent)

Dia.l3mm+MT#2

S/N:10024 S/N:10027

S/N:10029

Mill attachment

Make a multi-purpose
machine with Mill attachement.
(Check details on page 25) 5/M:10225 (MAMA)

Cutter 11 pieces set

DIN 4%71R
DIN 4972R
DIN 4973R
DIN 4974R
DIN 4975

N
- DIN 4976
-

i\

DIN 497BR
DIN 4980L
b DIN 4980R
DIN 49B1R
10x10mm
S/N:10022

Steady rest Follow rest

S/N:10160 S/N:10161

Cutter set (tips replaceable)

§
J

9% o

10210 mm

S/N:10201
Tin coated Tpcs

S/MN:10201-1
Tip replacement [set)

Digital readout for cutting
depth kit (DRCD kit)

S/N:10293
{Check from SIEG special technology)

Face plate Clamping kit for

face plate

000000
= L
(e |
[l
e ® |
000000

Slot =ize 1Zmm
180 mm
S/N:10162

Bolt size 12mm
S/N:10162A

Cutter holder

Quick change cutter rest

Nl

8/N:10168

Tool post

]

5/N:10168-1

=

8/N:10168-2

@ — | SHIYOSSHOOY TVNOILJO
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. Metalworking Machine

BENCH LATHE
Model 400/550

Specifications
Swing over bed 250 mm
Distance between centers Model 400 400 mm
Model 550 550 mm
Hole through spindle 20 mm
Spindle taper MT3
Tailstock taper MT2
Cross slide travel 110 mm
Compound travel 75 mm

Metric version
Imperial version

Range of thread 0.4-3.0 mm (12 threads pitches)

10-44 TPI ( 8 threads pitches)
550 W

Motor output power

Voltage 110v/230v/380v

Spindle speed(6 steps) 125-2000 rpm

Overall dimension (LxWxH) Model 400 1040x600x450 mm
Model 550 1140x600x450 mm

Packing Size (LxWxH) Model 400 1070x640x580 mm
Model 550 1170x640x580 mm

Weight (Net/Gross) Model 400 125/160 kg
Model 550 145/180 kg

Standard attachment
©125mm 3-jaw Chuck MT2 center
Wrench set Oil can

Change gear set

Check reviews at
www.mini-lathe.com/Mini_lathe/Reviews/Reviews.htm

Spindle speed (variable speed) 0~2000 +10% rpm
Motor output power 800 W
Other specifications are same as C6.

Metalworking Machine )

BENCH LATHE

Model 550

Specifications

Swing over bed 250 mm
Distance between centers 550 mm
Hole through spindle 20 mm
Spindle Taper MT3
Tailstock Taper MT2
Cross slide travel 110 mm
Compound travel 75 mm

Metric version 0.4-3.0 mm (12 Thread pitches)
10-44 TP1 (8 Thread pitches)

Range of threads
Imperial version

Motor output power (brushless motor) 1000 W
Voltage 110v/230v/380v
Spindle speed (variable speed) 125-2000 +10% rpm
Overall dimension (LxWxH) 1140x600x450 mm
Packing Size (LxWxH) 1170x640x580 mm
Weight(Net/Gross) 145/180 kg

Features

Brushless motor

Touching switch panel

Digital spindle speed readout

Standard attachment
©@125mm 3-jaw chuck

Wrench set

MT2 center

Qil can

Change gear set

5/N:10226 (M6MA)

Make a multi-purpose

machine with Mill attachement.

Quick change cutter rest

S/N:10026

Tool post

S/N:10026-1
Cutter holder

8/N:10026-2

Wood toolrest with center

5/N:10063

Steady rest Follow rest

5/H:10019

Cutter 11 pieces set

DIN 4971R Straight cutter
DIN 4972R Angle cutter
\ DIN 4%73R Bore cutter
DIN 4874R Bore cutter
\\ DIN 4975 Tip cutter
|- \ DIN 4876 Wide edge cutter
S —— 10x%10mm DIN 4977R Right external

turning cutter

DIN 4%8lR Cutter

S/N:10020

S/N:10022

DIN 4%80R Right angle cutter

/ DIN 4978R External turning
¥ y cutter
E DIN 4%80L Left angle cutter

C2 or C3 owner, replace to
DRCD by yourself.

gtand

OPTIONAL ACCESSORIES|—

5/N:10239
Overall dimension 1040x425x770mm

Mill attachment

Holding capacity 50mm
S/N:10060

Face plate

Slot size l6mm
@22 0mm

8/N:10023

5/M:10023A

Clamping Kit for face plate S/N:10028

Cutter 2 pieces set

——
-

Cutter set (tips replaceable)

'y DIN 4977R  Right external
[\ turning cutter
.| DIN 4980L Left cutter
| ; 1 /! DIN 498B0R Right cutter

| DIN 4975 Tip cutter

ke |

s T e .| DIN 4978R External turning
/l oy ] cutter
/ § DIN 4975R Thread cutter
Lt l..;-" DIN 4981R Cutter

103105 S/N:10201

Tin coated 7pcs

S/N:10201-1

9%

41

Tip replacement (set)

Digital readout for cutting
depth kit (DRCD kit)

S/N:10294
{Check from SIEG special technology)

Rolling center

MT#2
5/N:10024

Tailstock chuck

Dia.l3mm+MT#2
s/N:10027

4-jaw chuck
(independent)

2125mm

8/N:10025
S/N:100252 with flange

SHIYOSSHOOY TVNOI.LdO
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. Metalworking Machine
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BENCH LATHE
Model 600/750

Specifications
Swing over bed 280mm
Model 600 600mm
Model 750 750mm
Hole through spindle 25mm
Spindle taper MT4
Tailstock taper MT2
Cross slide travel 155mm
Compound travel 80mm

Metric version 0.25-2. 5mm (14 thread pitches)

Imperial version 12-96 TPI (9 thread pitches)

Voltage 110v/230v/380v
Overall dimension (LxWxH) Model 600 1350x750x630mm
Model 750 1500x750x630mm

Packing size (LxWxH) Model 600 1400x890x670mm
Model 750 1550x890x670mm
Model 600 175/220 kg
Model 750 185/230 kg

Weight (Net/Gross)

Standard Attachment

C8 735W induction motor with 6 steps spindle speed
Spindle speed (6 steps) 125-2000 rpm

Check reviews at
www.mini-lathe.com/Mini_lathe/Reviews/Reviews.htm

Spindle speed (Variable speed) 100-2000 *10% rpm

@ SC8 1500W brushless DC motor with variable speed digital readout

Metalworking Machine
[ J ]

BENCH LATHE

2-Axis digital readout

LED working lamp

Distance between centers,
600mm/750mm optionally for lathe

Metric or imperial version optionally

1500W brushless DC
motor with variable speed

J

Switch for coolant pump

©130 mm 3-jaw chuck

MT2 center .

Wrench set _ .

- Coolant pum) Carriage stop

Oil can installed in stand Overrunning clutch
0 Stand 2-axis digital readout Follow rest Rolling Center Tailstock chuck Mill attachment Cutter 11 pieces set 0
H \\§ ‘é" H
O . 5® N @)

r_A }’MT#Z Heolding T " EE———
m . : capacity m
m S Omm 12x12mm m
Dia.l3mm+MT#2 8/Nz10213
:ﬂ 5/N:10024 5/N:10027 5/N:10208 [ﬂ
8 S/N:10206 Mill head 8
4 Face plate Clamping kit for 10207 4-jaw chuck []]” Fﬂ
Steady rest (self-centering) i ]
R |
= 000000 - H
< P T o <
= ™ e 2
H = H
s/N: 20231 000000
H Machine originally installed with (130 mm EI
p.| digital readout available: ©240 mm n.|
o Overall dimension 1500x560x770mm CB8+20231=Model C8-Digi Slot size lemm Bolt size 12mm S/N:10210a o
£/N:10209 SC8+20231=Model SCB-Digi 5/N:10205 S/N:10207 £/N:10023A Chuck with flange g/N:10227
7

[
o2]

=9



. Metalworking Machine
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BENCH LATHE
Model 700

38mm spindle hole

Specifications

Swing over bed 305mm
Distance between centers 700mm
Hole through spindle 38mm
Spindle taper MT5
Spindle nose D type
Tailstock taper MT3
Cross slide travel 155mm
Compound travel 80mm

Metric version 0.25-2.5mm (15 thread pitches)
Imperial version 12-80 TPI (6 thread pitches)

Motor output power 735W
Voltage 110v/230v/380v
Spindle speed (6 steps) 125-2000 rpm
Overall dimension (LxWWxH) 1500x750x730mm
Packing size (LxWxH) 1550x890x670mm
Weight (Net/Gross) 215/255 kg

Standard Attachment

@160 mm 3-jaw chuck MT3center Wrenchset Oilcan

D type spindle nose

735W induction motor with 6 steps spindle speed

Quill measured both in metric and imperial

Metalworking Machine
[ J ]

3G10

BENCH LATHE
Model 700

1500W brushless DC motor
with variable speed digital readout

38mm spindle hole
Specifications
Swing over bed 305mm
Distance between centers 700mm
Hole through spindle 38mm
Spindle taper MT5
Spindle nose D type
Tailstock taper MT3
Cross slide travel 155mm .
Compound travel 80mm 160mm chuck with D type

Metric version 0.25-2.5mm (15 thread pitches)
Imperial version  12-80 TPI (6 thread pitches)
Motor output power (Brushless motor) 1500W

connecting spindle nose

Voltage 110v/230v/380v

Spindle speed (Variable speed) 100-2000 +10% rpm : 7
Overall dimension (LxWxH) 1500x750x7 30mm 2 axis auto feeding
Packing size (LxWxH) 1550x890x670mm

Weight (Net/Gross) 215/255 kg

Standard Attachment SC10-Pro available

©160 mm 3-jaw chuck MT3center Wrenchset Qi can Carriage stop & overrunning clutch

Stand

Overall dimension 1500x560x770mm
S/N:10209

—— | OPTIONAL ACCESSORIES

Face plate

Slot size l6mm
S/MN:102459 5/MN:10023a

Clamping kit
for 10207

Q00000
e O

e S
=
=
000000

(D255 mm

Bolt size 12mm

4-jaw chuck
(self-centering)

@160 mm

8/N:10252

2-axis digital readout

S/N: 20231
Machine originally installed with
digital readout available:

C€10+20231=Model Cl0-Digi
5C10+20231=Model SCl0-Digi

Quick change cutter rest

S/N:10212

Tool post Cutter holder

8/N:10212-1 §s/N:10212-2

-
=]

Rolling Center Tailstock chuck Steady rest Cutter 11 pieces set 1
(e
-”’1}’ MTH#3 4‘;’ H
Dia.l13mm+MTH#3 / m
8/N:10250 S/N:10251 R~ A O
2 Flute HSS end mill MT#3 collet 16x16mm %
e . S/N:10273 K]
M i
@4mm S/N:10038 pdmm S/N:10119 RARARET g O
a6mm S/N:10039 @6mm S/N:10120 Mill head @)
@8mm S/N:10040 @8mm S/N:10121 ﬂ
210mm S/N:10041 21 0mm S/N:10122 Foll " ( 3
212mm S/N:10042 @12mm S/N:10123 QLLow res. "X Il
z14mm S/N:10043 &1 4mm S/N:10124 AL 1
216mm S/N:10044 21 6mm S/N:10125
@4-16mm set 5/N:10045 @4-16mm set S/N:10126 4
: ; Cutter set (tips replaceable) O
; ;: Q!w 45' ﬂg” EF‘
l6x16 nm (£ | Ay
"y il A o
- /
‘. S/N:10275-1
§/N:10275 Tin coated 7pcs Tip replacement (set) S/N:10248 S/N:10227
19



. Metalworking Machine
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MICRO MULTI - PURPOSE

Specifications

Cutting

Swing over bed

Distance between centers

Hole through spindle

Spindle taper

Tailstock taper

Cross slide travel

Range of threads  Metric version
Imperial version

MACHINE

50 mm

0.5-1.25 mm (5 thread pitches)
16-24 TPI (5 thread pitches)

Motor output power 150 W
Spindle speed 100-2000 +10% rpm
Drilling & Milling
Drilling capacity 10 mm
Spindle taper MT2
Motor output power 150 W
Spindle speed Low range 100-1000 +10% rpm
High range 100-2000 +10% rpm
Overall dimension (LxWxH) 620x330x570 mm Standard attachment
Packing size (LxWxH) 700x430x620 mm @80 mm 3-jaw chuck @10 mm Drill chuck
Weight (Net/Gross) 45/51 kg Wrench set Qil can
8/N: 10000 Stand S/N: 10091 Tailstock chuck+shank
S/N: 10004 Cutter 5 pieces set MT#1, 10mm
DIN 4971R DIN 4980L DIN 4975 S/N: 10093 Rolling center MT#1
DIN 4981R DIN 4980R S/N: 10108 Vice width 55mm
92 S/N: 10010 4-Jaw chuck @80mm (independent) S/N: 10116 Stub milling machine arbor
L3 S/N: 10015 Lathe dog MT#2, 13mm
P'i S/N: 10035 Quick vice Width 50mm S/N: 10117 Boring arbor with cutter
(a'4 - s BTN SR BeE S/N: 10118 Stub milling machine arbor
(@] S/N: 10070 Mill chuck set MIHZ, 1
t’] 8/N: 10071 Indexable carbide end mill BN Loaa fuick CHends cutter Ieal
0 S/N: 10078 MT#2 collet set e o
[iﬂ S/N: 10079 Face plate el1l2mm T-slot Bmm
t_) 5/N: 10080 Steady rest
(_) S/N: 10081 Follow rest
4 S/N: 10082 Vertical slider
S/N: 10083 Horizontal slider
[ | S/N: 10084 Thread cutting kits
4 Metric z=40,42,45,48,50,54,60
z S/N: 10085 Thread cutting kits
o Imperial z=36,40,42,45,48,50,54,57,60
P'i 8/N: 10086 Wood tool rest wood center
E_‘ 8/N: 10087 Ball cutting set
‘1‘ 5/N: 10088 Headstock center MT#2
<:) 8/N: 10089 Tool holder (set of 2)
Cut-off Cutter Holder
Boring Cutter Holder
S/N: 10090 Mill chuck set 3,4,5,6mm A classroom for fraining students’ working skill

({Check details of Ml optional accessories on page 7 & 24)

established in Shanghai high school.
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MULTI - PURPOSE MACHINE
Model 410/510

Specifications

Lathe

Swing over bed 210 mm

Distance between centers Model 410 410mm
Model 510 510mm

Hole through spindle 20 mm

Spindle taper MT3

Tailstock taper MT2

Cross slide travel 100 mm

Compound travel 70 mm

Range of threads
Metric version 0.25-3.0mm (17 Thread pitches)
Imperial version  8-24 TPl (10 Thread pitches)
Motor output power (brushless motor) 1000 W
Spindle speed (variable speed) 100-2000 +10% rpm
Overall dimension (LxWxH) 1000x550x400 mm

Packing Size (LxWxH) 1070x710x530 mm
Weight (Net/Grass) 94/125 kg
Drilling & Milling

Drilling capacity 10 mm
Headstock travel (Z) 230 mm
Spindle taper MT2
Column tilting angle 30°L, 45°R
Motor output power 150 W
Spindle speed (variable speed)

Low range 100-1000 +10% pm

High range 100-2000 +10% rpm SM4=SC4
Overall dimension (LxWxH) 400x320x600 mm
Packing size (LxWxH) 480x400x630 mm
Weight (Net/Grass) 40/56 kg
Features M4=C4
Brushless motor Touching switch panel
Digital spindle speed readout ~ Cross and longitudinal auto feed
Cut metric and Imperial screw  Quick lock tailstock
Standard attachment M4G=C4G +

Mill Attachment

MT2 center QOil can S/N:10225

Wrench set

@100mm 3-jaw Chuck
Change gear set

Digital readout for cutting Tailstock chuck Quick vice Quick change cutter Stand
depth kit (DRCD kit) rest

@
eﬁ,,

\® @_
\\ O @%e

Dia.l3mm+MT#2

Width 50mm £/N:10168

Overall dimension:

5/M:10165 S5/N:10168-1 Tool post

1010x505%7 80mm
{Check from SIEG special technology) S/N:10027 8/N:10035 5/N:10168-2 Cutter holder S/N:10238
Steady rest Follow rest Mill chuck set Mill chuck set 5/N: 10162 Face Plate

S/N: 10162A Clamping Kit for Face Plate

ﬁ ? 8/N: 10022 Cutter 11 Pieces Set
ﬁ <‘ ﬁ ﬁ % S/N: 10029 4-jaw chuck (independent)
ﬁ @ = S/N: 10024 Rolling Center

.w’: N 8/N: 10104 Clamping Kit 12 pes

S/N: 10071 Indexable Carbide End Mill
8/W: 10117 Boring Arbor with Boring Cutter

MTH#2

Chuck dia.4,6,8,10,12,14,16 mm Chuck dia.3,4,5,6,8,10mm

(Check details on page 12)

8/N:10160

S/N:10161

8/N:10167 S/N:10070
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. Metalworking Machine

MULTI - PURPOSE MACHINE
Model 400/550

Specifications
Lathe
Swing over bed 250 mm
Distance between centers Model 400 400 mm
Model 550 550 mm
Hole through spindle 20 mm
Spindle taper MT3
Tailstock taper MT2
Cross slide travel 110 mm
Compound travel 75 mm
Range of threads
Metric version  0.4-3.0 mm (12 threads pitches)
Imperial version ~ 10-44 TPI (8 threads pitches)
Motor output power 550 W
Voltage 110v/230v/380v
Spindle speed(6 step) 125-2000 rpm
Overall dimension (LxWxH)
Model 400  1040x600x450 mm
Model 550  1140x600x450 mm
Packing Size (LxWxH)
Model 400  1040x640x570 mm
Model 550  1200x640x570 mm
Weight (Net/Gross) Model 400 125/160 kg
Model 550 145/180 kg
Standard Attachment
©125 mm three jaw chuck
©13 mm drill chuck with taper shank
el Mill table
Gear set
Mill table

S/M:1019%
240x110 mm
T-slot size 12mm

milling now.

M6 = C6 +

M6V = C6V +

SM6 = SC6 + Mill Attachment
S/N:10226
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MULTI - PURPOSE MACHINE
Model 550
Specifications
Lathe
Swing over bed 250 mm
Distance between centers 550 mm
Hole through spindle 20 mm
Spindle taper MT3
Tailstock taper MT2
Cross slide travel 110 mm
Compound travel 75 mm
Range of threads
Metric version ~ 0.4-3.0 mm (12 threads pitches)
Imperial version 10-44 TPI (8 threads pitches)
Motor output power 1000 W
Voltage 110v/230v/380v
Spindle speed(6 step) 125-2000 +10% rpm
Overall dimension (LxWxH) 1140x600x450 mm
Packing Size (LxWxH) 1200x640x570 mm
Weight (Net/Gross) 145/180 kg
Drilling & Milling
Drilling capacity 13 mm
Headstock travel (Z) 180 mm
Drilling & Milling Spinde taper MT3 or R8
Drilling capacity 13 mm Column tilting angle 25°L, 45°R
Headstock travel (Z) 180 mm Mu_tur DUl prvey 0350 W
Spindle taper MT3 or R8 SpiedieEpeed h?;]r;r:%i 13&;2% ﬂgéz rpm
Column tilting angle 23l AR Overall dimension (LxWxH) 380x360xB50 rm
Motor output power HOW Packing size (LxWxH) 760x380x460 mm
Spindle speed Low range 100-1100 110016 pm Weight (Net/Gross) 30/42 kg
_ _High range 100-2500 +10% rpm Overall dimension (LxWxH) 1200x680x860 mm
Overall dimension (LxWxH) 380x360x850 mm
Packing size (LxWxH) 760x380x460 mm
Weight (Net/Gross) 30/42 kg Standard Attachment S/N: 10227
Overall dimension (LxWxH) Model 400  1100x680x860 mm @125 mm three jaw chuck  MT2 center Gear set SM6-Lux available with 500W
Overall dimension (LxWxH) Model 550  1200x680x860 mm @13 mm drill chuck with taper shank  Mill table brushless motor milling head
Clamping kit Quick change Mill chuck set Quick vice Mill chuck set

cutter rest

Width 100mm

S/N:10036

pairs,

Overall dimension 1040x425x770mm
S/M:10238

include:12 studs,

4 coupling nuts,

42 pes.
Bolt zize:10mm
6 step block
4 flange nuts,
6 end holddowns

5/N:10047

4 T nuts,

5/N:10026

Chuck dia.4,6,8,10,12,14,16 mm

5/N:10149

Cutter 2 pieces set

S/N:10028

S/N:10151
(Check from SIEG special technology)

Tailstock chuck

Dia.l3mm+MT#2
s/N:10027

Rolling center

i
7 MTH#2

5/N:10024

Indexable carbide
end mill

4 ' MT#3
b 3 Omm

5/NM:10048

2 Flute Hss end mill

Al

Chuck dia 4.6.8.10.12.14.16mm
5/N:10045

wﬁii

Cutter 11 pieces set

=\

———
P

DIN 4971R Straight cutter

DIN 4972R Angle cutter

DIN 43973R Bore cutter

DIN 4374R Bore cutter

DIN 4975 Tip cutter

DIN 4976 Wide edge cutter

DIN 4977R Right external turning
cutter

DIN 497B8BR External turning cutter

DIN 4980L Left angle cutter

DIN 4980R Right angle cutter

MT#3 //F
Chuck dia. b DIN 4981R Cutter
4,6,8,10,12,14,16mm
S/N:10037

8/N:10022 (10x10mm})

4-jaw chuck with
flange (i t)

2125mm
S/N:10025A

Follow rest Steady rest

S/N:10020 5/N:10019

Face plate

Slot size l6mm
@22 0mm

S/N:10023

5/N:10023A
Clamping ¥it for face plate
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